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AUSTIN WOMANS CLUB

We have sent a copy of this letter to your representative as indicated in your
. power of attormey.

Sincerely,

Rabert Cho
Directox, Bxempt Organizations
Rulings and Agreements

ZErclosures: Publication 4221-PC

Letter 947 (DO/CG)



INTRODUCTORY EXPLANATION OF GRANT FOR WINDOWS RESTORATION OF NORTH-EVANS CHATEAU
FALL 2017

To determine the most essential needs for restoration of the Austin Woman’s Club North-Evans Chateau
(also called Chateau Bellevue), the non-profit organization commissioned historic architect , John Volz to
develop a Master Plan for exterior restoration. Mr. Volz prioritized the restorations needed for the old
1874 chateau that was updated in the 1890’s. Given the age of the chateau, it sometimes difficult to
decide which aspect most needs attention. This assessment document may be found at
https://www.dropbox.com/s/w2ngjoq2583tgay/AWC%20Exterior%20Assessment 6 07 17.docx?d|=0

Ranking in the plan as the most crucial needs were the windows and the doors of the chateau. This
Volz document includes detailed analysis of the windows scheduled for restoration in the Visit Austin
grant request for Fall 2017. Colored photos of the windows and doors with identification are provided
in this document. Given the high price for each for each window and the grant money available, only
the windows are included in this grant request. This document is located at

://www.dropbox.com/s/xvehai286xtri9h/AWC Window%20Conditions%20Revised%20%286-26-
17%29.pdf?dI=0 .

Since both these plans are extremely detailed, we have elected to furnish the committee with links
rather than paper copies in an effort to support conservation principles.


















publicity and advertising is updated throughout the year, with information like a virtual tour of the
building included on the website.

Bremond Block Tours

On Saturdays the AWC participates in the Bremond Block Tours sponsored by Visit Austin. The North-
Evans Chateau is the ONLY house on the historic block opening the inside of the building to tourists on
the walking tours. Presently the need for tours occurs about twice a month, with out-of-town or local
guests given an opportunity to see inside the elegant historical chateau. Some 564 people signed the
guest book from July 1 to June 15, 2017. Signees included visitors from 12 states and the countries of
Germany, France, Scotland, and Canada.

Program and Special Group Tours

At regular weekly meetings of the AWC, docents provide tours for presenters of programs and other
guests. As a member of the Austin Museum Partnership with 35 other museums, the AWC held an open
house in September, 2016. This city-wide celebration of art, culture, history etc. let visitors experience
the historic grandeur of the North-Evans Chateau. More than 190 guests saw the elegance and beauty
of the site. Advertising and Publicity

With the filming of the Iron Orchard, the following media outlets came to the building and did
interviews inside thus seeing the interior and exterior of the historic building. The following media
companies conducted interviews in the historic interior of Chateau Bellevue, AWC—CBS, KXAN TV, Texas
Monthly. Additionally, there will be an article in The Society Diaries, a magazine published bi-
monthly. Each issue of The Society Diaries is proudly displayed in the most luxurious
residences, hotels, spas, and retail points across Texas.

The largest online source for wedding planning information is the Knot.com. The AWC has purchased
online advertising from that source. The Wedding Wire is another source of advertising used. Other on-
line presence for the chateau include Instagram, Twitter, Pinterest, and Facebook. The Love Wins Texas
Weddings magazine included Chateau Bellevue in the spring 2017 issue in a story and list of favored
LGBT-supportive vendors in Texas, noted a letter sent to AWC from the editor. (See the attached
wedding-related materials.)

A booklet guide to historic destinations in Austin_Every Place Has a Story, published by Visit Austin,
features the North-Evans Chateau in the Downtown West section. It describes the chateau as a
“prominent historic Austin location” since 1892 and reports the Romanesgue castle was improved by
architect Alfred Giles. (See attached. Copies available upon request at Visit Austin.)

The original owners named their home Bellevue, and this romantic name is often used for wedding
information and publicity, rather than using the names of the owner as in North-Evans Chateau. In 2014
an appealing booklet in color, Chateau Bellevue, your moment in history, was produced to advertise
“breathtaking ceremonies, elegant receptions, and corporate and special events”. It includes sources
available to help plan and execute events there, such as photography, catering, etc. (See attached.
Copies available upon request by the AWC.)







Austin Woman's Club Weddings of 2017

Event Date

Event Name

Guest Count

Local

Non local Overnight Points of Origin Guest Dlversity
1/21/2017 Brewer-Amold WR 150 75 75 &0 San Antonlo TX; McKinney TX; Houston TX; Wisconsin; 25% French 25%
Puerto Rico; Brazll; Steamboat Springs CO German
2/11/2017 Carrol-Stevens WR 127 90 40 40 Edna TX 10% Greek
Dallas TX; Houston TX; San Antonio TX; Pennsylvania;
'4/2017 Driscoll-Wilia

3/4/2 ms WR 150 2 148 . 148 Ohio; linols; : Missourd 25% irish

_ - California; Washington; Georgla; Oregon; Florlda;
32507 bl 103 = & - Arizona; China; Moracco; Sudan; France; England
4/1/2017 Giibert-Wilson WR 147 60 S0 50 Houston TX; Atlanta GA; Phoenix AZ; San Fransisco CA . 15% French

Florida; New York; California; Loulsiana; Venezuela;
4/8/2017 San Martin-lsturiz WR 109 35 100 100 Washington
4/15/2017 Ennls-Skjold WR 58 20 33 18 Norway; Houston TX; Dallas TX; Denver CO; San Diego CA
5/13/2017 Bogdan-Spacek WR 150 B0 70 70
6/3/2017 Thompson-Anderson WR 100 20 80 100 Dallas TX; Houston TX; Chicago IL. woamso gﬁgma
6/23/2017 Spinelll-Zalournis WR 100 20 80 7 Virginla; Colorado; Washington; California; Indonesla; 50% Itallan
Mozamblque; Germany
6/24/2017 Kasper-Seiler WR 110 40 60 50 Nlinols; Florida; California; Georgla; Virginia; Houston T 50% German
Guests: 1,304 Local: 457 Non Local: 861 Overnight: 831







University Ladies Club

Austin Junior Forum

National Charity League, Austin Chapter
American Association of University Women
Austin Woman's Federation

Austin Symphony

Capital Area Regents Council

Lioyd Lochridge Inn of Court
Shakespeare Book Club

Precision Camera Workshop

American History Club

The Dance Club

Tuesday Book Club

Wednesday Morning Music Club
Pathfinders Club

National Charity League, Capital of Texas
Chapter

Cap. John Clay Jamestown Society
SAR/CARC/DAR
Powerhouse As Praise
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Attachment 2
HISTORIC DOCUMENTATION FALL 2017

The histories of the North-Evans Chateau Bellevue and the Austin Woman'’s Club indicate a dedication to
preserving the historical building that is the home of the Austin Woman’s Club. The determination of
501 c 3 status resulted in a significant change in the organization of the AWC. Unlike most woman's
clubs nation-wide, the Austin Woman'’s Club became a non-profit organization in 2008.

To protect and preserve the magnificent building in their trust, members of the AWC are guided by their
mission statement:

The mission of the Austin Woman’s Club is to preserve the historical and architectural heritage of the
North-Evans Chateau and to serve the public through community service, including educational, civic
and social activities.

Members have a deep commitment to that goal. Last year from July 2015-2016, members reported
having spent over 4200 hours. In july 2017, (the latest figures are not yet compiled but if one-half of the
previous year is added to get an estimate for 18 months), that figure would be about 6300 hours
worked. With the in-kind values of volunteer work set at $23.56 per hour by the IRS, this group would
have contributed work hours which are worth $148,428!

NORTH-EVANS CHATEAU

The North-Evans Chateau, called Bellevue Place, was built by Catherine and Harvey North in 1874. In
1892 Major Ira Evans bought the chateau and made the home a showplace, with the guidance of the
internationally known Sir Alfred Giles as architect. In 1929 the mansion was purchased by a group which
became known as the Austin Woman'’s Club. The Texas Historical Commission was established in this
building while Evans was the owner!

The Norths originally came from a suburb of Paris. Seeking his fortune in the United States, Harvey
North became a merchant in New Orleans. His business ventures brought him to the capital of Texas.
Wanting to show the means of the new residents, the North’s Austin home was built in the style of a
French Romanesque chateau. Just two years after the mansion was built, North’s real estate empire hit
hard times. He died in in 1881, necessitating the sale of the chateau in 1884. The widowed Catherine
North sold Bellevue Place to the owner and editor of the Daily Democrat-Statesman William and his wife
Augusta Gaines. They paid only half of what the mansion had cost to build, but a sharp decline in their
finances returned ownership back to Catherine North in just two years.

In 1892 the greatly-admired architect Sir Alfred Giles was called to turn Bellevue Place into a castle-
appearing home when Congressional Medal of Honor recipient Major Ira Evans purchased the chateau.
Born in 1844 Evans was distinguished as the youngest speaker of the Texas House of Representatives in
1870. Then he began a business career where he was active in railroads, land sales, banking etc.
Believing in education for newly-freed slaves, he used his money and influence to establish what was to
become Huston-Tillotson College. He was co-founder of the Austin National Bank and 2 member of
many military, historical, scientific, political, and religious organizations. Besides the Texas Historical
Commission, many other civic and social groups had their beginnings here.






wedding guests, and more than 15,700 guests of recurring groups. (For a detailed record of the precise
numbers using the Chateau Bellevue, see the previous Tourism Justification section, Attachment 1.)



Sn | SugrTraeey

'.SEumllg Traditions of Amertcan Architecture

May 22, 2615
To Whom It May Concern:

On Friday, April 11, 2015, I had the honor to co-lead the Austin History Center/Historic
Downtown Corridor tour during the anmual meeting of the Society of Architectural Historians.
This tour was the first to be completely sold, and 25 architectural historians from around the
world participated.

Among the buildings on this tour was Chateau Bellevue, home of the Austin Woman’s Club.
AﬁervmlﬁngﬂnwghCMmBeﬂwm,sevaﬂoflhehimiamunﬂuﬁemywwmmme
mdmﬁmmmmm,mmmmmm_meﬁmmmm
secen while in Texas. These comments are a testament to the .architectural quality and
significance of Chatean Bellevue. Please do what you can to support its preservation.

Sincerely, =
























Attachment 4

PROJECT BUDGET FALL 2017

The budget for the Austin Woman’s Club is enclosed. In the 2017-2018 budget is an item under receipts
showing restoration funds of $100,000. Although it is desirable to have some money saved to cover

emergency restoration, funds of $60,000 are available to match the amount requested in this grant
application.



TOTAL EXPENSES 983,320




Attachment 5

THREE COMPETITIVE BIDS FOR THE PROJECT FALL 2017



IEJEDS @ARK

Historic Preservation & Consulting
3010 Shady Grove Rd.
Midlothian, Texas 76065
(972) 775-3843 Fax: (972) 775-3263

June 28, 2017

Mr. John Volz, AlA, LEED AP
VOH Architects

1105 West 42" St,

Austin, TX 78756

John:

Attached is our summary proposal pricing for the wood window restoration of the Austin Woman’s
Club Building in Austin, TX. The pricing is based on the revised scope of work dated 6/26/17 based on
your revised survey during the month of May of this year. | have read through the scope of work along
with product data and understand that you have based the base pricing on the window schedule for the
forty (40) worse windows as far as conditions listed in the legend.

Our proposal budget is based on a turn-key proforma pricing for the wood windows including jambs,
sashes, glazing, painting and exterior sealants from the inside stop trim of the wood jambs outward. No
allocation has been made for interior trim-out on the interior, or interior painting of the window casing
trim, stools, or aprons. Lift equipment is budgeted into the proposal, but no permits such as barricading
the sidewalk, etc...

There is a listed contingency allocation that should be added to the pricing due to some limited unseen
conditions and related to the total replacement of components in lieu of Dutchman repair, such as lower
side jamb repair near the sill level. The glass replacement numbers are based on the listed details of
your plans, but unless the sashes are chemically dipped to protect the historic glass (excluding leaded
glass), there will most certainly be additional collateral damage to historic glass. So we have listed the
square foot replacement cost for the “restoration lite” glass specified and obtained from Hollander Glass
of Houston, TX.



Proposal

Material and labor as described in revised plans and specifications for $ 136,400.00
forty window units selected by John Volz and totaled per request.
(This number has a $ 5,000.00 contingency added in)

No allocations for ACM or Lead Paint Abatement, however EPA Renovator Guidelines for lead paint and
precautions are included which do not require third party monitoring.

Any additional historic cylinder or blown glass loss that requires “restoration lite” replacement glass will
be bilied at the rate of $39.00 per square foot.

The above pricing is a total pricing with includes material and labor as described, as well as staging
equipment, insurance, travel and lodging expense. No OH&P has been added to this amount, which
currently runs sixteen percent (16%) of total.  Add $ 21,824.00 T :$1 1

Alternate #1: Add or delete per unit cost: $ 3,460.00 ea. plus 16% OH&P

Alternate #2: Temporary glazed unit at locations designated by Architect - $ 485.00 each

Should you have any questions, please feel free to call.

Regards,

Thomas L. Clark — President
Leeds Clark, inc.



Restorhaus, LP

4501 Private Road 6310
Lubbock, Tx. 79415
806-687-4787(office) 806-214-0221 (Fax)

AUSTIN WOMAN’S CLUB
VOH ARCHITECTS
JUNE 28, 2017
SCOPE AND BID ON WINDOW RESTORATION

WINDOW RESTORATION
1. ALL WORK AS PRESCIBED AND DETAILED PER WINDOW, SCREEN,
AND BLIND REPAIR NOTES PREPARED BY VOH ARCHITECTS
2. TOTAL OF 40 UNITS
TOTAL $126,000.00

PER UNIT ADDS AND DEDUCTS
1. PROVIDE AND INSTALL TEMPORARY SASH/GLAZING UNIT AT
LOCATIONS NOTED. THIS IS NOT INCLUDED IN BASE BID
TOTAL ADD OR DEDUCT PER UNIT $425.00
2. ADD OR DELETE WINDOW UNIT RESTORATION PER EACH
TOTAL ADD OR DEDUCT PER UNIT $3,150.00

THANK YOU
RICHARD OBENHAUS
RESTORHAUS LP
OFFICE 806-687-47878
CELL 806-787-7206









Attachment 6
PROJECT SCHEDULE FALL 2017

When the amount of money awarded in the grant is determined, restoration activities will begin as soon
as the chosen firm can schedule the work. That start will be within a month of the date of the awarding
of the grant. Given that the age of the windows is well beyond 100 years, the conditions of the windows
make it difficult to specify the exact time of completion.



Attachment 7

PROOF OF OWNERSHIP FALL 2017



ATTACHMENT 7: PROOF OF OWNERSHIP

TAG STATE OF TEXAS, [

COUNTY OF TRAVIS. |
WHEREAS, by deed dated Rovember 5,1929,

¥.Leslle Evans and Wilber H. Young, Individuzlly and as Independ-
ent Executors of the Estate of Francese A,H.Evans, Deceased,
Bobart Y.'EBvans, and Francis H. Evans, conveyed to Austin Woman's
Club, a part of Block No. Seventy-nine (78) in the City of Austin,

in Travis County, Texas, lully descrlbed in sald deed,which 1s

duly recorded in the Deed Records of Travils County, Texas, in Book
443, at page 305, and for part ol the consideration agreed to be
paid for said property, the salid Austin Woman's Club made, executed
and delivered to W.L.Evans and Wilber H. Young, Independent Executors
of the Bstate of Francese A.H,Evans, Deceased, its series of sixteen
(16) promissory notes of even date with said deed, numbered 1 to 16
inclusive, in amounts and payable as recited in said deed, and to
secure the due payment of said notes the vendorts lien was expressly
retained in said deed; '

AND, WHEREAS, by instrument dgted December 30, 1930{
said notes Nos. 9 to 16 inclusive, together with the vendor's lien
securing the same, were by the owners and holders thereol trans-
ferred and assigned to the undersigned, Bella T. Evans;

AND, WHBEREAS, the said Austin Woman's Club has paid
the said ;:otes so assigned to the said Nella T. Evans, in full,
principal and interest, and at the datés of their payment they were

the property of the undersigned, Bella T. Evans, )

f NOW, THEREFORE, .in consideration of the pre-iaes and

the full and final payment of sald notes, I, the said Rella T.

Bvans, a feme sole, the legal and equitable owner and holder thereof,
hereby release the said land and premises from the vendor's lien re-
tained In said deed to secure the payment of said notes, and here de-

. t
clare said notes and sald lien fully satisfied.
“WITNESS MY HARD, this the 3lst day of May,A.D.1938.

Neble T Graane



Attachment 8

INSURANCE FALL 2017



A
ACORDr
V

CERTIFICATE OF LIABILITY INSURANCE

AUSTWOM-01 JROBINSON
DATE (MADOIYYYY)
1114/2016

THIS CERTIFICATE IS ISSUED AS A MATTER OF INFORMATION ONLY AND CONFERS NO RIGHTS UPON THE CERTIFICATE HOLDER. THIS
CERTIFICATE DOES NOT AFFIRMATIVELY OR NEGATIVELY AMEND, EXTEND OR ALTER THE COVERAGE AFFORDED BY THE POLICIES
BELOW. THIS CERTIFICATE OF INSURANCE DOES NOT CONSTITUTE A CONTRACT BETWEEN THE ISSUING INSURER(S), AUTHORIZED

REPRESENTATIVE OR PRODUCER, AND THE CERTIFICATE HOLDER.

IMPORTANT: ¥ the certificate holder is an ADDITIONAL INSURED, the policy{ies) must be endorsed. If SUBROGATION IS WAIVED, subject to
endorsement. A statement on this certificate does not confer rights to the

the tsrms and conditions of the policy, certain policies may require an
certificate holder in lieu of such endorsement(s).

PRODUCER Sue'"T_Jody Robinson, CIC, CISR, ACSR
9600 Groat ills Trall Dr. Suite Zoow | B2 b ex (512) 3818571 A% no: (866) 652-9367
Austin, TX 78759 | Adbrsss: Jody.Robinson@INSURICA.com
INSURER{S) AFFORDING COVERAGE NAKC #
msuReR A : Southern Insurance Company 19216
ISURED INSURER B
Austin Woman's Club, inc. MSUER ©
708 San Antonio INSURER D
Austin, TX 78701 NSURER &
INSURER F -
COVERAGES CERTIFICATE NUMBER: REVISION NUMBER:

THIS IS TO CERTIFY THAT THE POLICIES OF INSURANCE LISTED BELOW HAVE BEEN ISSUED TO THE INSURED NAMED ABOVE FOR THE POLICY PERIOD
INDICATED. NOTWITHSTANDING ANY REQUIREMENT, TERM OR CONDITION OF ANY CONTRACT OR OTHER DOCUMENT WITH RESPECT TO WHICH THIS
CERTIFICATE MAY BE ISSUED OR MAY PERTAIN, THE INSURANCE AFFORDED BY THE POLICIES DESCRIBED HEREIN IS SUBJECT TO ALL THE TERMS,
EXCLUSIONS AND CONDITIONS OF SUCH POLICIES. LIMITS SHOWN MAY HAVE BEEN REDUCED BY PAID CLAIMS.

A | X | COMMERCIAL GENERAL LIABRITY EACH OCCURRENCE s 1,000,000
] cLamsanane [ X occur CMP5586086 11/01/2016 | 110172017 | DRSS TORENTED ™15 100,000
B MED EXP (Any one porsor) | $ 5,000
- PERSONAL 3 ADVINARY | § 1,000,000]
| GENL AGGREGATE LIMIT APPLIES PER: GENERALAGGREGATE __|s 2,000,000|
| |rouer| | TESF Loc PRODUCTS - COMPIOP AGG | $ 2,000,000(
OTHER: 3 ]
| AUTOMOBILE LABRITY W $ 1,000,
A ANY AUTO CMP5586086 11/01/2016 | 14/01/2017 | BODILY INARY (Per porson) | $
| A gmen SCHEDULED - BODILY INJURY (Per accldor®) | $
| X | +arep autos Aoros e | (Por socident) $
$
| X [veeraiauas | X | ocour EACH OCCURRENCE s
A EXCESS LIAS CLAIMS-MADE 1101/2016 | 11/01/2017 | AccREGATE s 2,000,000{
pen | X | rerewmons 10,000 - s
A | A0y PROPRETORPARTHERIEECUTIVE L _— Tnm-m 110172016 | 14/04/2017 | =1 Eack ACCIDENT s 1
(Mandetory in NH) EL DISEASE - EA $ 1,000,000
DSt TION OF GPERATIONS below EL DISEASE - POLICY LINIT | $ 1,000,

DESCRIPTION OF OPERATIONS / LOCATIONS [ VEHICLES (ACORD 101, Additionai Renuwks Schedulo, may be attached if more space Is required)

CERTIFICATE HOLDER CANCELLATION
SHOULD ANY OF THE ABOVE DESCRIBED POLICIES BE CANCELLED BEFORE
Y THE EXPIRATION %AéE THEREOF, NOTICE WILL BE DELIVERED IN

AUTHORIZED REPRESENTATIVE

Rondll b Kt

ACORD 25 (2014/01)

© 1988-2014 ACORD CORPORATION. Al rights reserved.

The ACORD name and logo are registered marks of ACORD



Attachment 9

PLANS AND SPECIFICATIONS QF PRQPQSED WQRK FALL 2017

On the next page is a detailed description prepared by historic architect John Volz.












Austin Woman’s Club - Window Repair
condensation is collected in drip pans, drains properly, and does not drip onto restored

window elements or walls.
Ssh.F & Trim Repai

6. Submit full size samples of all reproduction molding profiles to be used in repairs. All
new wood shall be date stamped on the backside, with “installed” and current year, prior
to final installation.

7. Remove and discard all extraneous interior and exterior hooks, nails, screws and
hardware not scheduled for reuse. Remove and dispose of all sealants. All dents and
holes, etc. in window sash, frame, sill, stool or stops, or exterior trim shall be repaired to
like new condition. Fill splintered holes and dents with epoxy wood filler; holes larger
than 3/8-inch in diameter shall be repaired with a doweled or rectangular dutchman repair
of matching species, grain alignment and density of historic wood. Plane and sand to
flush and invisible patch upon finishing.

8. Sash repair: Repair and re-glue all loose joins. Repair and “re-square” sash members to
fit properly within frame. Provide and install new muntins where noted or where existing
cannot be repaired. Epoxy repair any repairable sash components including muntins,
rails and stiles. Replace severely warped or twisted sash rails and muntins that will
prohibit smooth operation of the window or prohibit re-glazing the sash. All new
components to match original in profile and wood species.

9. Existing window frames to remain in place. Repair all existing stops and install new
stops as noted, provide dutchman and epoxy repairs as needed. Epoxy consolidate
frames as noted. Replace rotted/termite damaged sills as noted.

10. Remove existing finishes to bare wood at locations requiring repairs. Do not damage the
wood or wood profile.

11. Checked/weathered wood:
¢ Weathered Wood: Strengthen and stabilize stripped wood using liquid consolidant

epoxy per specification. Sand smooth to uniform surface plane.

¢ Checked Wood: Saturate the wood surface with brush applied consolidant. Fill
checks with epoxy wood filler pressed into checks. Allow to cure and sand filler
flush with adjacent surface to uniform surface plane matching original surface and
profile.

12. Rotted/termite damaged wood:

* Epoxy Patch: Strengthen and stabilize stripped wood using liquid consolidant epoxy
per specification. Then fill holes and deteriorated wood with epoxy patching
compound and sand. Use epoxy compounds to build up missing or damaged parts of
members, duplicate existing profiles. Sand patch smooth to uniform surface plane
matching original surface and profile.

*  Wood Replacement: Remove and discard damaged portion and cut and fit in a
matching portion. Where wood is damaged beyond practical repair by the indicated

© Volz O’Connell Hutson, Inc. DBA VOH Architects 2 June 26, 2017






Austin Woman’s Club - Window Repair

method, Contractor may elect with approval of Architect to remove the entire part
and provide a new matching part. Where portions are indicated to be removed and
new portions provided, the new portion shall be the entire portion. Do not splice
members. Where entire members have been removed and new members provided,
provide joint reinforcements where new and existing, or two new, members join.
Retain and match existing woodwork joinery configurations adapting only as
required to incorporate joint reinforcements and adhesive.

13. Carefully scrape and sand paint/finish to “sound and tight” condition. Strip sash
elements, sills, and trim as required for repair. After completion of repairs, scrape and
prepare all window components for finish. Prime/seal sash muntin rabbets prior to re-
gazing.

14. Prime and paint exterior sash and trim. Finish interior face of sash and stops to match

existing.
cinstallation & Replacemen

. After completion of sash repairs, back-bed glazing and reinstall historic glass in original
locations and face glaze; tool face glazing straight and smooth, fully adhered to glass and
muntin. Provide new restoration glass to replace all broken or cracked pieces of clear
glass as noted on schedule. Provide and install new annealed double strength Float Glass
to replace all broken or cracked pieces of clear glass as noted on schedule. Provide and
install new patterned glass as noted on schedule. Stained and leaded glass is in good

condition and does not require any replacement pieces.

ein i

16. Reinstall sashes in original locations.

17. Adjust upper and lower sashes as required for proper fit and alignment of meeting rails.

18. All upper sashes shall be fixed in closed position with sealant and 2” wood blocks or 1”
stainless steel angles and tamper-resistant screws. Meeting rails shall be sealed using felt
and scalant. Lower sashes shall be operable, except where they are currently fixed.
Existing sash cords in good condition may be reused; replaced damaged/missing sash
cords with new to match,

19. Replace all sealant at joints and brick molds at frames. Provide and install backer rod to

20. Remove dirt from hardware.

21. Recondition hardware by tightening loose parts and adjust for proper operation.
Lubricate moving parts.

22. Provide and install matching new hardware where noted on schedule.

23. Reinstall hardware in original location using existing screws.

© Volz O’Connell Hutson, Inc. DBA VOH Architects 3 June 26, 2017









Austin Woman'’s Club - Window Repair

Window & Door Key — Second Floor Plan

© Volz O'Connell Hutson, Inc. DBA VOH Architects 6

June 26, 2017



Austin Woman’s Club - Window Repair

SPECIFIC WINDOW NOTES

Individual Windows - Lower Floor

#001

#010

© Volz O’Connell Hutson, Inc. DBA VOH Architects

Bal

Iroom

General Repairs
Sill

Sill

Hardware

Kitchen

General Repairs
Screen

Top Sash
Hardware
Other

Kitchen

General Repairs
Screen

Exterior Frame
Exterior Frame
Top Sash
Hardware

Kitchen

General Repairs
Exterior Frame
Exterior Frame
Exterior Frame
Sill

Sheet Metal Infill
Hardware

Other

Office

General Repairs
Bars

Exterior Frame
Screen
Casement
Hardware

Sunroom

General Repairs
Exterior Frame
Exterior Frame
Sill

Sash

Transom
Hardware
Other

Notes

Remove nails and patch

Epoxy consolidate and repair checks.
Existing locks to be cleaned and reinstalled,
Spring balances to remain.

Notes

Remove, number, and deliver to Owner
Repair/replace muntins. Correct bowing,

No lock/no lift.

Remove existing interior protective glazing and
moldy wood stops. Clean and reinstall in new
aluminum frame painted to match adjacent surfaces.

Notes

Remove, number, and deliver to Owner

Epoxy consolidate west jamb.

Repair open joints at frame head.

Replace cracked glass (2 lights — Restoration Glass).
Clean and reinstall existing painted lock.

Notes

Epoxy consolidate/repair lower jambs at sill.
Remove abandoned hardware, patch and paint.
Patch upper east edge.

Epoxy repair/replace rotting sill.

Paint

No lock/no lift,
No sash — infilled for exhaust fan duct.

Notes

Clean and paint.

Epoxy consolidate and repair rotting head.
Epoxy consolidate and repair joints of screen.
Weatherstrip.

Clean and reinstall casement lock and hinges.
Provide and install new ball tips where missing
and/or new pins with ball tips to match.

Notes

Epoxy consolidate and patch jamb.
Remove and replace sealant; paint.

Epoxy consolidate.

Fixed in place.

Fixed in place.

None.

Provide and install temporary glazing unit.

7 June 26, 2017



Austin Woman’s Club - Window Repair

#011

#012

#013

Individual Windows - Ground Floor

#103

#104

#105

© Volz O'Connell Hutson, Inc. DBA VOH Architects
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Other

Library
*  General Repairs
¢ Exterior Frame
o Sl

*  Bottom Sash

Bottom Sash
*  Hardware

¢ Interior Finish

Library

General Repairs
Exterior Frame
Exterior Frame
Sill

Bottom Sash
Top Sash
Hardware
Window A/C

* Interior Finish

Bathroom

*  General Repairs
¢  Screen

¢  Bottom Sash

Notes

Remove and replace sealant; paint.

Epoxy consolidate.

Fixed in place.

Fixed in place.

None

Provide and install temporary protective sash.

Notes

Remove and replace sealant; paint.

Epoxy consolidate.

Fixed in place.

Fixed in place.

None.

Provide and install temporary protective sash.

Notes

Replace rotted jamb and head.

Remove and replace sealant; paint.

Epoxy consolidate.

Fixed in place,

Fixed in place.

None.

Provide and install temporary protective sash.

Notes

Epoxy consolidate and repair.

Epoxy consolidate and repair.

Replace lower rail and epoxy consolidate adjacent
wood.

Replace to match top sash.

Provide and install Replacement Historic Sash Lock.
No sash lift.

Stained.

Notes

Epoxy consolidate and repair jambs.

Epoxy repair east jamb.

Epoxy consolidate and repair.

Replace to match top sash.

Reset.

Clean and reinstall existing lock. No lift.

Reinstall with secure wall/sill support and insulated
filler panels,

Stained.

Notes

Number, remove, and deliver to Owner.
Repair open stile and rail joints.

8 June 26, 2017



Austin Woman’s Club - Window Repair

Top Sash
Top Sash

Hardware
Other

#106 Bathroom

General Repairs
Bottom Sash
Bottom Sash
Top Sash

Top Sash

Hardware
Other

#107  Bathroom

General Repairs
Screen

Bottom Sash
Bottom Sash
Bottom Sash
Top Sash

Top Sash
Hardware

Other

#109  Stair Hall

General Repairs
Screens

Exterior Frame
Exterior Frame
Sill

Casements
Casements
Casements
Hardware
Interior Finish

#110  Main Hall

General Repairs
Protective Glazing
Protective Glazing
Exterior Frame
Exterior Frame
Sill

Transom
Hardware

Interior Finish

#111  Main Hall

© Volz O’Connell Hutson, Inc. DBA VOH Architects

General Repairs

Repair open stile and rail joints and adjust for proper
fit with top rail of bottom sash.

Replace clear center glass with new Patterned Glass
to match glass at bottom sash.

Clean and reinstall existing lock. No lift.

Provide and install temporary protective sash.

Notes

Epoxy consolidate and repair bottom rail.

Repair open stile and rail joints.

Remove reinforcing metal at bottom rail.
Repair/replace bottom rail and adjust for proper fit
with top rail of bottom sash.

Replace clear center glass with new Patterned Glass
to match glass at bottom sash.

Clean and reinstall existing lock. No lift.

Provide and install temporary protective sash.

Notes

Number, remove, and deliver to Owner.

Epoxy consolidate and repair bottom rail,

Repair open stile and rail joints.

Provide and install new sash lock to match historic.
Repair open stile and rail joints and adjust for proper
fit with top rail of bottom sash,

Replace clear center glass with new Patterned Glass
to match glass at bottom sash.

Provide and install Replacement Historic Sash Lock
to match existing. No lift.

Provide and install temporary protective sash.

Notes

Adjust mounting to provide clearance between
sash bottom and sill. Screen to remain

Epoxy consolidate lower jambs.

Seal open edge of metal stop.

Epoxy consolidate.

Epoxy consolidate lower rails.

Repair open stile and rail joints,

Provide and install weatherstripping at sill,
Clean and reinstall existing.

Stained.

Notes

Adjust glass to provide venting.

Epoxy consolidate and repair west stile.

Epoxy consolidate lower jambs.

Replace and paint sealants.

Replace (termite damaged).

Epoxy consolidate transom sill and adjacent frame.
Clean and reinstall existing.

Stained.

Notes
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Protective Glazing
Exterior Frame
Exterior Frame
Sill

Transom
Hardware

Interior Finish

#112  Main Hall

*  General Repairs

* Protective Glazing
Protective Glazing

Exterior Frame
Exterior Frame
Transom
Hardware
Interior Finish

#113  East Parlor

*  General Repairs
Frame
Sil
Bottom Sash
Other

#118  Sun Porch

¢  General Repairs
¢  Exterior Frame
*  Exterior Frame
e Sill

* Bottom Sash

* Bottom Sash

¢ Top Sash

* Top Sash

* Top Sash

*  Transom #118 & #119)
* Hardware

#119  Sun Porch

General Repairs
Exterior Frame
Exterior Frame
Siil

Bottom Sash
Bottom Sash
Top Sash

Top Sash

Top Sash
Transom (#118 & #119)
Hardware

#120  Sun Porch

* General Repairs
Exterior Frame
Sill
Bottom Sash
Bottom Sash

© Volz O‘Connell Hutson, Inc. DBA VO Architects

Adjust glass to provide venting.

Epoxy consolidate lower jambs.

Replace and paint sealants. o

Epoxy consolidate.

Epoxy consolidate transom sill and adjacent frame.
Clean and reinstall existing,

Stained.

Notes

Adjust glass to provide venting.

Replace missing half-round molding to match
existing.

Epoxy consolidate lower jambs,

Replace and paint sealants.

Epoxy consolidate transom sill and adjacent frame.
Clean and reinstall existing.

Stained.

Notes

Replace missing stops.

Epoxy consolidate and repair,

Replace cracked glass — Restoration Glass.

Sash are accessible from exterior only. Replace
missing cap on exterior metal grill,

Notes

Remove and replace sealant; paint.
Replace missing stops.

Epoxy consolidate.

Epoxy consolidate bottom rail,

Repair stile/rail joints.

Remove nails and patch.

Epoxy consolidate and repair bottom rail,
Repair stile/rail joints. \
Reset separating trim.,
Clean and reinstall existing,

Notes

Remove and replace sealant; paint,
Replace missing stops,

Epoxy consolidate.

Epoxy consolidate bottom rail.

Repair stile/rail joints.

Remove nails and patch.

Epoxy consolidate and repair bottom rail,
Repair stile/rail joints.

Reset separating trim.

Clean and reinstall existing.

Notes

Remove and replace sealant; paint,
Epoxy consolidate.
Epoxy consolidate lower rail.
Epoxy repair stile/rail Jjoints.
10 June 26, 2017
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#121

#122

#123

#124

#125

© Volz O’Connell Hutson, Inc. DBA VOH Architects

Top Sash
Top Sash
Top Sash
Transom

Hardware

Sun Porch

General Repairs
Exterior Frame
Sill

Bottom Sash
Bottom Sash
Top Sash

Top Sash
Transom
Hardware

Sun Porch

General Repairs
Exterior Frame
Sill

Bottom Sash
Top Sash

Transom (#122/#123)

Transom (#122/#123)

Transom (#122/#123)
ware

Sun Porch

General Repairs
Exterior Frame

Sill

Bottom Sash

Top Sash

Top Sash

Transom (#122/#123)
Transom (#122/#1 23)
Hardware

Sun Porch

General Repairs
Exterior Frame

Sill

Bottom Sash

Top Sash

Transom (#124/#125)
Transom (#124/#125)
Hardware

Sun Porch

General Repairs
Exterior Frame

Sill

Bottom Sash

Bottom Sash

Top Sash

Transom (#124/#125)
Transom (#124/#1 25)

Epoxy consolidate lower rail.
Repair/replace bowed lower rail.

Epoxy repair stile/rail joints.

Epoxy consolidate and repair trim at sill,
Clean and reinstall existing,

Notes

Remove and replace sealant; paint.
Epoxy consolidate and repair check.
Epoxy consolidate lower rail.

Epoxy repair stile/rail joints.

Epoxy consolidate lower rail.

Epoxy repair stile/rail joints.

Epoxy consolidate and repair trim at sill.
Cleun and reinstall existing.

Notes

Epoxy consolidate and repair,
Epoxy consolidate and repair.
Epoxy consolidate stiles.

Epoxy consolidate and repair and reset or replace

bottom rail.

Epoxy consolidate and repair bottom rail.
Close/repair open joints.

Replace cracked glass — Clear Glass.
Clean and reinstall existing,

Notes

Epoxy consolidate and repair.

Epoxy consolidate and repair,

Epoxy consolidate stiles.

Replace cracked glass — Clear Glass,
Epoxy consolidate bottom rail.

Epoxy consolidate and repair bottom rail.
Closc/repair open joints.

Clean and reinstall existing.

Notes

Epoxy consolidate and repair Jjambs.
Epoxy consolidate and repair.
Epoxy consolidate bottom rail,
Epoxy consolidate bottom rail,
Reset displaced trim.

Replace missing pieces of quarter round stop.

Clean and reinstall existing.

Notes

Epoxy consolidate and repair jambs.
Epoxy consolidate and repair,

Epoxy consolidate and repair bottom rail,
Close and repair open joints.

Epoxy consolidate bottom rail.

Reset displaced trim. :
Replace missing pieces of quarter round stop.
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#126

#127

*  Hardware

Library Addition
*  General Repairs
*  Exterior Frame
e Sili

¢ Bottom Sash

* Bottom Sash

* Bottom Sash

* Top Sash

* Top Sash

* Top Sash

*  Hardware

Library Addition
General Repairs
Exterior Frame
Exterior Frame
Sill

Bottom Sash
Top Sash
Hardware

Individual Windows - Second Floor

#200

#201

West Bedroom

*  General Repairs
Exterior Frame
Sill

Sill

Bottom Sash

Bottom Sash
Bottom Sash
* Top Sash

e o

* Top Sash
* Top Sash
* Hardware

West Bedroom

*  General Repairs
Exterior Frame
Bottom Sash
Top Sash
Hardware

Bathroom

*  General Repairs
Screen

Bottom Sash
Bottom Sash
Top Sash

Top Sash

* Hardware

© Volz O'Connell Hutson, Inc. DBA VOH Architects

Clean and reinstall existing.

Notes

Repair/replace stops.

Epoxy consolidate and repair sill,
Epoxy consolidate bottom rail.

Close and repair open joints.

Replace sealant between glass and sash,
Epoxy consolidate bottom rail,

Close and repair open joints.

Replace sealant between glass and sash.
Clean and reinstall existing,

Notes

Replace rotting wood.

Reseal joint between sash and frame.
Epoxy consolidate and repair sill,
Replace sealant between glass and sash,
Replace sealant between glass and sash.
Clean and reinstall existing.

Notes

Remove nail from east jamb and patch hole.

Epoxy consolidate lower jambs,

Epoxy consolidate and repair sil].

Epoxy consolidate and repair/replace bottom rail;
reset,

Repair munting.

Repair stile/rail joints.

Epoxy consolidate and repair/replace bottom rail and
adjust for proper fit with top rail of bottom sagh.
Replace broken glass, west side.

Repair stile/rail joints.

Provide and install Replacement Historic Sash Lock.
Clean and reinstall lift,

Notes

Epoxy consolidate and repair jambs,

Epoxy consolidate and repair/replace bottom rail,
Replace cracked glass, west side — Restoration Glass,
Clean and reinstall existing.

Notes

Number, remove, and deliver to Owner.

Epoxy consolidate bottom rail and muntins,
Reinstall reconditioned sash locks,

Epoxy consolidate bottom rail and muntins and
adjust for proper fit with top rail of bottom sash.
Replace clear center glass with new Patterned Glass

to match glass at bottom sash.
Clean and reinstall existing sash lock. No lift,
12 June 26, 2017
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#203  Bathroom

® o o o

General Repairs
Bottom Sash
Bottom Sash
Bottom Sash
Top Sash

Top Sash

Hardware

#204 Bathroom

e & o o o o

#205 Hall

#207  East

© Volz O’Connell Hutson, Inc. DBA VOH Architects

General Repairs
Screen

Screen

Bottom Sash
Bottom Sash
Top Sash

Top Sash

Hardware

way
General Repairs
Exterior Frame
Sill

Bottom Sash
Top Sash

Top Sash

Hardware

Bedroom
General Repairs
Exterior Frame
Sill

Bottom Sash

Bottom Sash
Top Sash

Top Sash

Notes

Repair/close open joints.

Epoxy consolidate bottom rail and muntins.
Reinstall reconditioned sash locks.

Epoxy consolidate bottom rail and muntins and
adjust for proper fit with top rail of bottom sash.
Replace clear center glass with new Patterned Glass
to match glass at bottom sash.

Clean and reinstall existing sash lock. No lift.

Notes

Provide and install new screen hardware and rehang.
Epoxy consolidate and repair bottom rail.

Epoxy consolidate bottom rail and muntins,
Reinstall reconditioned sash locks,

Epoxy consolidate bottom rail and muntins and
adjust for proper fit with top rail of bottom sash,
Replace clear center glass with new Patterned Glass
to match glass at bottom sash.

Provide and install Replacement Historic Sash Lock
(Salvage existing keeper and deliver to Owner.)

No lift.

Notes

Epoxy consolidate and repair jambs.

Epoxy consolidate and repair.

Epoxy consolidate bottom rail.

Repair/replace bottom rail and adjust for proper fit
with top rail of bottom sash. Remove added piece at
rail.

Clean and reinstall existing sash lock. No lift.

Notes

Remove existing sealant and replace.

Epoxy consolidate and Tepair,

Epoxy consolidate and repair or replace.

Replace rotting bottom rail and east stile. Epoxy
consolidate adjacent sash elements.

Repair/replace bottom rail and adjust for proper fit
with top rail of bottom sash, Remove added piece at
rail. At contractor’s option, replace existing sash
with new matching top sash.

Clean and reinstall existing sash lock. No lift.

Notes

Epoxy consolidate and repair.

Replace.

Epoxy consolidate and repair/replace rotting bottom
rail and east stile. Epoxy consolidate adjacent sash
elements.

Epoxy consolidate and repair muntins,

Replace rotting bottom rail and adjust sash for proper
fit with top rail of bottom sash.

Epoxy consolidate and repair muntins.
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*  Hardware Clean and reinstall existing sash lock and lift.
#210  West Central Bedroom Notes
*  General Repairs
*  Window A/C Reinstall with insulated filler panels.
¢ Exterior Frame Epoxy repair check at south jamb,
*  Exterior Frame Remove and replace sealant; paint.
*  Sill Epoxy consolidate and repair,
*  Bottom Sash Epoxy consolidate bottom rail.
* Bottom Sash Repair stile/rail joints.
* Top Sash Epoxy consolidate bottom rail.
* Hardware Provide and install Replacement Historic Sash Lock,
No Lift.
* Interior Finish Glazed.
#211 Hall Notes
General Repairs.
Exterior Frame Reset displaced trim at west jamb. Replace missing
trim to match at east jamb.
* Bottom Sash Replace rotting bottom rail, Epoxy consolidate
adjacent sash elements.
* Bottom Sash Repair/replace damaged muntins.
* Top Sash Epoxy consolidate and repair bottom rail.
* Hardware Provide and install Replacement Historic Sash Lock.
(Salvage existing keeper and deliver to Owner.)
No Iift.
#212  West Bedroom Notes
*  General Repairs.
¢ Exterior Frame Epoxy consolidate lower jambs,
¢ Exterior Frame Remove nails and patch holes.
e Sill Epoxy consolidate.
* Sill Remove nails and patch holes,
* Bottom Sash Provide and install new sash lift and Jock.
* Bottom Sash Repair open stile/rail joints. \
* Top Sash Reset bottom rail. ‘
* Top Sash Repair open stile/rail joints. I
* Hardware Provide and install Replacement Historic Sash Lock.
(Salvage existing keeper and deliver to Owner.)
No lift. ‘

echniques, Materials & Products

§ recommendations that address the following: the temporary protection of window
openings during the repair process; the repair of wood window sash and other wood components; glazing
replacement and reinstallation; weal -stripping and sealants; hardware reuse and replacement: and
finishes.

PART 1 - GENERAL

1.1 SUMMARY:

With the completion of the work specified below, it is intended that the condition of indicated windows
be as follows:

1. All sash units shall be “as new”, all upper and lower sash shall be fixed and sealed to
preclude air and water penetration.
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2. All frames and sills shall be “as new” with all damaged areas replaced or restored, missing
elements replaced, surface damage repaired and painted, installation weather-stripped and
sealed.

1.2 QUALITY ASSURANCE:

A. Comply with repair guidelines contained in Preservation Briefs number 9, “The Repair of Historic
Wooden Windows,” published by the U.S. Department of the Interior and available from the
Preservation Assistance Division, (202) 343-9573.

B. Comply with the general requirements for epoxy consolidation and repair of wood contained in
i irs in Histori ildings, published by the U.S. Department of the Interior and
available from the Preservation Assistance Division, (202) 343-9573,

C. mﬂwﬁm: To function as Contractor’s Specialist to perform modifications and
repairs on historic window sash, employ a specialized firm with not less than five years of previous
experience replicating or remanufacturing comparable wood windows.

D. Installer Qualifications: Restoration work done “in situ” shall be performed by a firm employing
persons with successful experience in similar work on not less than two completed previous projects
comparable to this project in scope, nature, and complexity. Workmen shall be skilled finish

carpenters who are experienced in the type of repair work required.

E. Wood Window Standard: Comply with NWWDALS 2 for standards of performance and fabrication
workmanship for wood windows and AWI Section 1000, Custom Grade.

F. Glazing Standards: Comply with published recommendations of glass product manufacturers and
organizations below, except where more stringent requirements are indicated. Refer to these
publications for glazing terms not otherwise defined in this Section or in referenced standards.

1. FGMA Publications: "FGMA Glazing Manual."

G. Glazier Qualificatiops: Engage an experienced glazier who has completed glazing similar in
material, design, and extent to that indicated for Project with a record of successful in-service
performance.

H. Si i

ili i ies: Obtain glazing accessories from one source
for each product and installation method indicated.

1.3 MOCK-UP

A. Prior to commencing work, prepare sample installation showing indicated repair and restoration
procedures on an existing unit, Specific location of unit mock-up shall be as approved by the
Architect and shall include representative installations showing the following:

1. Paint removal.

2. Sash joint repair.

3. Repair and reinforcing of warped sash rails.
4. Epoxy consolidation of wood sill and sash.
5. Dutchman repair of sash or frame.

6. Muntin replacement.

7

. Glazing.

1.4 PROJECT/SITE CONDITIONS:

A. Prior to beginning work Contractor shall resurvey windows and determine any additional
damage/deterioration. Contractor shall indicate any condition changes on existing window

schedule and submit to Architect for evaluation,

B. Protection of interior floors and other surfaces: Heavy brown Paper to protect floors around area of
work.
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C.
D.

Protect landscape: Bind spreading shrubs, and provide barriers to protect trees if necessary,
Remove existing sills, stools, stops, and trim, or portions thereof, where:
1. Indicated or necessary for repair.

2. Identified as damaged beyond repair during examination by Contractor’s Tepair specialist
and approved by Architect.

3. Damaged beyond repair during the Work under this Contract.
Sash and interior/exterior stop removal shall be required for all window repairs

: Check actual window openings by accurate field measurement before

fabrication.

- ints only when the temperature of surfaces to be painted and surrounding air
temperatures are between 50 deg F (10 deg C) and 90 deg F (32 deg C), unless otherwise permitted
by paint manufacturer’s painted instructions. -thi ints only when the
temperature of surfaces to be painted and surrounding air temperatures are between 45 deg F (7 deg
C)and 95 deg F (35 deg C).

PART 2 - PRODUCTS

2.1 MATERIALS:

A
B.

General: Comply with requirements of NWWDALS 2.

inish: Clear fine-grain pine, to match adjacent material (to be verified by
contractor), that has been kiln dried to a moisture content of 6 to 12 percent at time of fabrication
and new pine is free of visible finger joints, blue stain, knots, pitch pockets and surface checks,

1. Lumber shall be water-repellent preservative treated after machining in accordance with
NWWDALS 4.

2. Lumber for exterior sill, frame, sash and muntin repair/replacement where required, shall be
clear pine, PS 20, Custom grade in accordance with AW, pressure preservative treated using
water borne preservative with 025 percent retainage in accordance with AWPA treatment

Nood fo epairs of w
density to match adjacent materials,

i : Approved equal to products of Abatron, Inc., 5501 95th Avenue,
Kenosha, WI 53144; Telephone: (262) 653-2000; Fax: (262) 653-2019. (800) 445-1754 (orders
only).

1. Consolidant: LiquidWood.

2. Patch: WoodEpox.,
Adhesive: Polymer waterproof adhesive per ASTM D4236 and ANSI/HPVA Type 1, Titebond IIT
or approved equal.

Finishing Materials: Provide the manufacturer’s recommended factory-formulated, finishing
materials that are compatible with the substrate and undercoats indicated; application and dry mil
film thicknesses per manufacture’s printed recommendations.

1. EKIEI]DLALI_QMM_&M Benjamin Moore Fresh Start Moorwhite Penetrating Alkyd

Primer 100
2, Intﬂlﬂm_hm Benjamin Moore Fresh Start Alkyd Enamel Underbody (217)

3. Sealer for Sap Wood and Knots: Shellac based undercoat

nm: Antique, virgin long-leaf pine; cut and ring
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4. Interior Plaster Primer: Benjamin Moore Fresh Start 100% Acrylic Superior Primer (046)

5. Ferrous Metal Primer: Benjamin Moore Alkyd Low Luster Metal & Wood Enamel C163

6. Galvanized Metal Primer: Benjamin Moore Fresh Start 100% Acrylic Superior Primer (046)

7. wmlmh Benjamin Moore Aura Waterborne Exterior Paint Low Lustre

Finish 634

8. EMLEcmus_Mgml_mh Benjamin Moore Alkyd Low Luster Metal & Wood Enamel

C163

9. ﬁaLYnmmd_Mgm_&msh Benjamin Moore Aura Waterborne Exterior Paint Low Lustre
Finish 6

10. i ish: Benjamin Moore Aura Interior Paint, 526 for Satin Finish or 528 for
Semi-Gloss Finish (match adjacent surface finish)

11. Interior Clear Finish:

* Wood Stain: approved equal to Sherwin Williams Wood Classics — Interior Qil Stain

(A49-200 Series)

* Clear Sealer: approved equal to Sherwin Williams Wood Clasics — FastDry Sanding
Sealer (B26V43)

® Vamish: approved equal to Sherwin Williams Wood classics — FastDry Oil Varinish
(A66-300 Series)

G. Secalant: Sealant should be Sonneborn NP-1 or approved equal. White color.
H. Backer Rods: Closed cell polyethylene unless otherwise indicated by sealant manufacturer.

L

1.

K.

L.

Bond-Breaker Tape: Polyethylene tape or other plastic tape as recommended by sealant
manufacturer for preventing sealant from adhering to rigid, inflexible joint filler materials or joint
surfaces at back of joint where such adhesion would result in sealant failure. Provide self-adhesive
tape where applicable.

Easteners: Comply with NWWDA LS 2 for fabrication and with manufacturer's recommendations
and standard industry practices for type and size of installation fasteners.

1. Use countersunk dowels and adhesives for window restoration in lieu of metal fasteners.

2. All screws and trim nails to be stainless steel.

e -strippi f: :  Subject to compliance with requirements, provide
products by one of the following:
Available Manufacturers: Accurate Metal Weatherstrip Co., Inc., 800/536-6043 or approved
equal.

Glass and Glazing Materials: For glass and glazing requirements applicable to wood window units.
1. Glazing Compound: DAP 33 or approved equal.

2. Fabrication of Glass and other Glazing Products; Fabricate glass and other glazing products in
sizes required to glaze openings indicated for Project, with edge and face clearances, edge and
surface conditions, and bite complying with recommendations of product manufacturer and
referenced glazing standard as required to comply with system performance requirements.
Products:

1. Restoration Glass: Bendheim Restoration Glass: light restoration glass, thickness to match
existing.
2. Patterned Glass: Wissmach Florentine Clear Glass, thickness to match existing.

3. Clear Glass: ASTM C1036, Type I (transparent glass, flat, Class 1 (clear), Quality Q3
(glazing select); Double Strength, Thickness to match existing (1/8” assumed).

4. Protective Sash: Clear Coroplast or approved equal.
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A,

B.

C.

L. Salvaged hardware elements are to be cleaned and repaired for reuse and shall be reinstalled on
the window from which they came. Restoration shall include removal of cleaning and
lubrication as needed for smooth operation.

2. Replacement Historic Sash Locks: Bronze Verdigris Mission Sash Lock, available from Hippo
Hardware Trading Company, 503-231-1444,
hups://wwwhippohaxdware.oomfprodncts/bmnze-vertigﬁs-mission-sash-locks.

FABRICATION:

Provide custom built replacement sash, sill, other frame and trim sections, and blinds of the
specified wood, sizes and types specified. Provide special knives as necessary to reproduce the
historical profiles shown and to match existing originals. Assemble the sash members with tight
mortise and tenon, glued, joinery. Assemble new frame members with dado or rabbet Joints, shop
assembled. Use specified adhesive.

All new elements shall match existing historical windows and blinds in configuration, sash pattern,
and construction. All new wood elements will be date stamped on the backside, with “installed”
and current year, prior to final installation,

Glazing: Prime rebate surfaces with an oil based primer/sealer before glazing. Glaze new window
sash at the shop with glass as specified.

PART 3 - EXECUTION

3.1 GENERAL PREPARATION REQUIRED FOR ALL WINDOW ELEMENTS:

A.
B.

U a

T Q"

32

Prior to commencement of work, label all glass panes for reinstallation locations.

Remove sash by cutting paint at stop joints and cleanly removing the stop. Permanently label each
sash in discrete location.

Install watertight temporary protection in window openings.

Transfer sash if required for asbestos abatement. Owner will be responsible for testing and
abatement if necessary. Glass will be salvaged for reinstallation.

Remove all miscellaneous anchors from sash and frames.
Remove applied sealant materials and unsound previous repair materials,
Remove mold from sash and frames using TSP (Trisodium Phosphate) based cleaner.

Remove all paint build-up from all exterior window elements and interior window sash to “sound
and tight” condition with no greater than 3 mil thickness of remaining paint finish. Remove paint
to bare wood at areas to receive regluing, epoxy repairs, dutchman repairs. Sand and feather al]

Sand top layer of grayed or weathered wood using appropriate sanding materials and tools. Do not

Remove deteriorated or improperly installed dutchman repairs.
Congolidate all weathered wood with epoxy hardener following specified surface Ppreparation.

REPAIR PROCEDURES:

- Epoxy Repair at Open or Checked Wood:

1. Brush apply consolidant to entire stripped surface area to be patched immediately prior 1o
paiching. Apply and cure per manufacturer’s written instructions.
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D.

2. Minor epoxy repairs: Fill minor holes, gouges, checks, joints, or voids with €poxy patching
compound applied in conformance with recommendations referenced. Sand surfaces smooth
and flush with adjacent surfaces S0 that new paint will smoothly blend in over areas that have
been patched.

according to referenced standards and €poxy manufacturer’s recommendations. Consolidate
stripped surfaces with multiple brush applications of consolidant. Where approved by the
Architect, consolidate existing wood in place, in lien of complete replacement of piece. This
option will only be considered by the Architect for repair of localized rot at frame and sill
components.

2. Brush apply consolidant to entire surface area to be patched and allow to cure prior to patching.

3. Fill prepared voids with €poxy patching compound, and sand smooth. Where €poxy
compounds are used to build up missing or damaged parts of members, duplicate existing
profiles. Sand patch smooth to uniform surface plane matching original surface,

provided, provide joint reinforcements where new and existing, or two new members join. Retain
and match existing woodwork joinery
configurations, adapting only as

Z. // Z L required  to  incorporate joint
/‘/{_::// j reinforcements and adhesive, Match
character, color, grain density, and cut

! KEYED SCARF JOINT DETAL L of existing wood.
1. iter] i ints: Repair cracks and gaps (in sashes) greater than the

sizes listed in the schedule below with replacement of parts as indicated:
a. Gap between vertical edges of faces: 3/64” x 8% of joint length
b. Intersecting joint gap: 1/32” x 30% of joint length
¢. Longitudinal gap between molding and face: 3/64” x 8% of joint length
2. Repair splits within elements larger than 3/64” x 3” in cither dimension by fitting tapered wood
sliver matching species, color, and grain direction into split, gluing, and planing smooth.

3. i ” i i ion: Install wood “Dutchmen” or wood plugs
with approved adhesive. Rectangular patches shall be made by splicing in new material with
matching species, color, grain direction, moisture content and density.

4. Install Dutchman repair patches by splicing in new material with matching grain, profile,

moisture content and density by using scarf joint detail. Install dowels at bottom and biscuit
joints at sides to extent feasible. Set with adhesive. Patches shall be invisible upon completion

at sill, frame, sash or trim members indicated to be replaced
with members of same configuration as original of material specified. All new wood elements will
be date stamped on the backside, with “installed” and current year, prior to final installation.

1. Remove portions of existing finish carpentry where existing material is damaged beyond
satisfactory repair.
a. Rotted or unsound wood areas shall be removed with a keyhole saw, plane or specialized
tool which minimizes damage to adjacent sound wood prior to treatment and patching.
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b. Cut and remove existing finish carpentry without damage work to remain. When removing
and reinstalling existing finish carpentry, protect against damage. Store safely until

reinstalled. Do not reinstall damaged units.

2. Discard removed existing finish carpentry, which is not scheduled for re-use only after

obtaining confirmation from Architect.

3. Wood Moisture Content: Comply with requirements of referenced

quality standard for

moisture content of lumber in relation to relative humidity conditions existing during time of

fabrication and in instaliation areas.

4. Field verify all dimensions and irregular conditions in order to P
fit seamlessly into existing construction assemblies.

roperly fabricate woodwork to

5. i i . Backprime all finish carpentry to receive opaque finish prior to

Backprime and Prime Lumber
installation. Do not prime surfaces to be glued or stained.

6. All new wood elements and reproduction hardware will be date stamped on a non-exposed

surface prior to final installation.

7. Install the work plumb, level, true and straight with no distortions. Shim as
concealed shims. Install to a tolerance of 1/8" in 8'-0" for plumb and level hori
with 1/32" maximum offset in flush adjoining surfaces and 1/16"

required using
zontal lines; and
maximum offsets in revealed

adjoining surfaces.

8. Scribe and cut work to fit adjoining work, and refinish cut surfaces or repair damaged finish at
cuts.

9. i to anchorage devices or directl substrates. Secure to

grounds, stripping and blocking with countersunk, concealed fasteners

and blind nailing as

required for a complete installation. Use fine finishing nails for exposed nailing, countersink

and filled flush with finished surface.

E. i -historic hardware shall be repaired to
Dutchman, epoxy or full replacement as determined by Architect an

basis.

“like new” condition using
d Contractor on case by case

F. Re-secure loose frame sections so that members fit tightly and the entire frame fits securely in the

wall.

G. Seal bare areas immediately after repair work is complete with specified primer sealer.
H. Clean and condition hardware that is to remain to working order. Remove all paint.

35  INSTALLATION:

B. Sash Cords: Reinstall existing and replace damaged with new;
sash weights. Reset sash weight access panels in jamb members so

connect sash chords to existing
joints are flush and smooth,

C. Sash Pulleys: Reinstall cleaned and repaired hardware, or install new where necessary or as

scheduled.
E. Prime and paint sash and trim to match existing.

3.6 ADJUSTING:

A. Adjust sash and hardware to provide a tight fit at contact points, and to provide smooth operation
and a weathertight closure prior to securing in closed position. Lubricate hardware and moving

parts,

] dii u 4SnNes
angles with tamper-resistant screws.

© Volz O’Connell Hutson, Inc. DBA VOH Architects 20

sition, secured with 2” wood blocks or 1” stainless

June 26, 2017
























Window & Door Key
GROUND FLOORJ'LAN

01 4
FEET 316H 0" n...0%

Jil

\

TAST PARLOR

L e

idilililife

R
S
THERY
:{1,'. L4

)




LIBRARY
ADDITION
{BELOW)
WEST BEDROOM
BA
HALLWAY

Window & Door Key
SEI¥=D EOGR=PIAN- &S "

T















































